
Proposed Demise Areas

Gross Internal Area (Red Line) Room Areas Activity Areas

/Functional 976.8 ft²90.7 m²976.890.7

/Gym Floor GF 4165.1 ft²386.9 m²4165.1386.9

/Studio 1258.5 ft²116.9 m²1258.5116.9

/FreeWeights 2099.7 ft²195.1 m²2099.7195.1

/PT 62.4 FT²5.8 M²**

/Break/Locker Room 107.5 ft²10.0 m²**

/Server 36.1 ft²3.4 m²**

/Store 59.0 ft²5.5 m²**

/Electric\P Plant Room (Electric) 93.5 ft²8.7 m²**

/Mens Change 554.8 ft²51.5 m²**

/Womens Change 519.3 ft²48.2 m²**

/Flex 401.0 ft²37.3 m²401.037.3

/Entrance Lobby 85.2 ft²7.9 m²**

Net Internal Area

/1076.0 m² 11581.9 ft²Ground1076.011581.9 /1063.0 m² 11441.7 ft²Ground1063.011441.7

/1076.0 m² 11581.9 ft²Total1076.011581.9 /1063.0 m² 11441.7 ft²Total1063.011441.7

/Cleaners 59.3 ft²5.5 m²**

/Comb Acc WC/SH 65.6 ft²6.1 m²**
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Service Cupboard for Existing Services

11.3m x 8m

FIRE EXIT

1500 x 1500mm Wheelchair

turning space

Rubber Alarm

pull cord

Alarm

pull cord

Fire Exit

3
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DOOR_INT-CustomDOOR_INT-Custom

DOOR_INT-Custom

Existing level threshold

will require feathering by

10mm due to new FFL.

HUB Area

4.3 sqftPG_Furniture_Shelving_900x450_Tp
Local Marketing

4.3 sqftPG_Furniture_Shelving_900x450_Tp
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4.3 sqftPG_Furniture_Shelving_900x450_Tp
Vend Stock

Existing FE door

 does not form part

of overall FE strategy.

 (Door to be locked

shut & boarded over).

Existing level difference

 of 172mm between

 street level and gym demise.

1
9

2
0

 FE door to form part of

 fire escape strategy.

Maglock and fire

alarm interface required.

PG_Furn_Staff Lockers
3 Banks - 12 Tiers

PG_Furn_Coat RailBench on

DOOR_INT-Custom

4.3 sqftPG_Furniture_Shelving_900x450_Tp

Vend Stock

YANGA

PG_VendOfferMBF - 1no. PG Vend & 2no. Lucozade
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14.8 sqftPG_Furn_BreakfastBar-Island

Wall removed as requested

 ARB 08.06.21. Location for AV unit/

whiteboard TBC.

Void formed behind linings for

cleaner's & break

room sinks to link to

existing drainage

 pop-up. Linings set

at 3000mm above FFL.

10mm Feathering down

to exit is required.

1:12 Ramp formed from layers

of plywood and fillet ramps.

Allow for on-site cutting of fillet

 ramps as required to achieve

 the 1:12 gradient with black PPC

handrail to match the

mesh screens.

Service Cup'd doors

 to be positioned to

access existing services.
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EFFL+172mm

Step

zone

EFFL-172mm

Existing PPC double swing

entrance doors and frame to be

removed and replaced with a 4 panel

glazed shop-front to match the

existing adjacent shop-fronts to the

unit.

Section of existing glazed shop-front

with PPC frames  to be removed and

replaced with a new automated

Bi-parting folding door system. Finish:

PPC, Colour black, RAL 9011 Matt. The

new surrounding shop front. ( 1 glazed

panel to each side of new door-set).

will have finishes to match the existing

adjacent shop-fronts to the unit.

Shopfront is to comply with BS EN

1991-1, PD 6688-1-1, BS EN 12600 and

Approved Document Part K.

1no. plugs and 1no. data

points required.  Kiosk

supplied and installed

by Unibox

Entrance speedgates

supplied and installed

by Meesons.  Power

and data connections

required.

Power required for illuminated wall

mounted signage above doors & 'bus

stop style' signs at high level. Refer to

signage pack for exact position.

3no. Power and Data

connections required for 3no.

vending machines.

1:12 Ramps formed from

layers of plywood and fillet

ramps. Allow for on-site

cutting of fillet ramps as

required to achieve the 1:12

gradient and key clamp

handrails.

Yanga & Waterfont: Boxing out

to conceal all traps/ pipework

and pump. Water supply and

drainage connection required.

Power and data required for the

Yanga machine. Area to be

clad in jemi-clad. Refer to

detail.

Manager's podium and

breakfast bar: Power and data

hard wired connection to be

chased into slab. Method of

feeding cable up breakfast bar

table leg to be agreed with

PureGym.

Leave running track cut out of floor

build up.  Build up to finish 10mm

below surrounding finished floor level.

Apply 6mm TVS standard rubber

underlay. Main Contractor to install

4mm depth of Astro turf.

Ensure any cable trays,

services etc are kept as high

as possible in order not to

restrict maintenance

accessibility within service

corridors.

Wall mounted full length

mirror required to both

changing rooms. Locations

TBC.

General Note: Steps up to

shower area. Risers to be a

minimum of 150mm high or a

maximum of 170mm high to

comply with Building

Regulations.

General Note: Power for

hairdryers and hand dryer,

vanity stations, weighing

scales required in each

changing room. Downlights

required over each vanity

station.

General Note: Allow for

ceiling mounted music

speakers in both changing

rooms.

Refer to Room Data Sheet

for all Break Room power

requirements.

Allow for Flexi LED tape

lighting to be set into skirting

set to colour teal. Skirting

detail to be on a separate

switch to the main lighting.

Allow for power and

pattressing for wall mounted

illuminated signage. Refer to

Artwork pack for location and

specification.

Half expona tile required

under new sanitiser

station. Refer to artwork

pack for sanitiser location.

Main lighting: Dimmable

white LED spot lights

recessed into new

galvanised cable trays on

new circuit (new circuit to be

separate to gym floor main

lighting circuit). Main lighting

to be controlled by a switch

adjacent to the AV unit. N.B.

Current studio lights are

linked to the main gym

lighting circuit. Retainment

(not for re-use) of existing

lighting trunking to be

reviewed.

Power to be dropped within partitions where

possible. Where surface mounted conduit is

required, all conduits to be painted black. All switch

plates within studio to be black to match Studio

walls.

New 1:12 ramp formed

from layers of plywood

and fillet ramps. Allow for

on-site cutting of fillet ramps

as required to achieve the

1:12 gradient and key clamp handrails.
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EFFL-172mm
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Plywood floor build up

required under dumbbell

rack to prevent compression

/ sagging of floor build up.

Refer to Type A detail.

Plywood floor detail to entire

perimeter of Functional

where it transitions with the

Free-weights. The detail has

been proposed to provide an

edge for the 40mm TVS tile

(free-weights floor) to butt

up against.

N.B The plywood detail is to

be set away from the party

wall using an isolation trim

detail.

Refer to Type B detail.

Approximate PureGym

external plant zone.

Exact bin store area

located within this service

yard.

Access to PureGym

external plant zone and

bin store area via LL door.

Final height of structural

opening TBC on site. Feasibility

 of raising opening

TBC by Main Contractor

 & Structural Engineer.
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Kee-klamp with painted MDF

up-stand to Free Weights

and functional perimeter

N.B Urban sized shower

stalls. Main Contractor. PG

to advise on

specifictation.

ESH+XXmm

PSH+XXmm

PCH+XXmm

PDH+XXmm

Existing Soffit Heights

Proposed Soffit Heights including

acoustic floor build-up

Clear head-room/ floor build-up key

Key - Floor Build-ups

Proposed clear head room

to underside of duct  including

acoustic floor build-up

Proposed Ceiling Height

PBH+XXmm

Proposed Heights to underside of

beam including acoustic floor

build-up

EFFL+XXmm
Total existing floor build-up depth

EBH+XXmm

Existing Beam Heights

NOTE:

· Proposals must comply with all Acoustic, Fire,

Building Regulation requirements.

· No dimensions are to be scaled from this drawing.

· The Contractor is responsible for checking

all dimensions on site.

PFFL+XXmm
Total proposed floor build-up depth

Pure Gym Ltd

Town Centre House

The Merrion Centre

Leeds

LS2 8LY

e: architecture@puregym.com

t: 0113 285 8787

w: www.puregym.com
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